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Abstract 

This study presents a comprehensive optimization framework for integrated water and energy systems. 
It offers a novel implementation to determining the optimal dispatch of water and energy streams and 
sizing Battery Energy Storage (BES)1 and Renewable Energy Systems (RES)2. The proposed Mixed-
Integer Linear Programming model integrates RES and BES with water systems through Reverse 
Osmosis desalination units and water storage supported by Power-to-Water technology. Unlike 
traditional models, the framework considers both BES capacity and power rating as variables while 
incorporating RES capacity optimization, water system modelling, and water storage integration. The 
integrated water-energy system model is particularly suited to addressing the unique challenges of 
smaller-scale island systems, often overlooked in larger-scale analyses. The methodology is applied to 
Unije Island, Croatia, characterized by significant seasonal demand fluctuations due to tourism. The 
results demonstrate the effectiveness of power-to-water and BES technology in increasing system 
flexibility and economic performance and provide a comprehensive analysis of the impact of varying 
RES and BES investment costs on optimal system configuration, and financial and economic outcomes. 
Lower RES investment costs lead to higher RES capacities, but the rate of change is significantly 
influenced by BES investment costs, highlighting the importance of an optimal RES-BES pair for 
maximizing financial and economic performance. Furthermore, the results emphasize that the highest 
financial and economic benefits are achieved not by maximizing both RES and storage capacities, but 
by finding an optimal balance between them, demonstrating the critical role of BES and water storage 
utilization in enhancing system efficiency. Change in specific parameters showed that grid electricity 
and PV potential effect final system profitability more than change in water demand defining two 
parameters as critical. Proposed study offers valuable insights into the optimization of water-energy 
systems on islands and other isolated regions, emphasizing the importance of integrated planning for 
sustainable development, and offering strategic insights for future infrastructure development. 

Keywords: water-energy nexus, desalination, renewable energy sources, battery energy storage, power-
to-water, flexibility 

1. Introduction 

All nations have agreed to reduce emissions in accordance with the goals of the Paris Agreement in 
order to keep global warming below 2 °C and, if at all possible, to keep it to 1.5 °C. A significant 
revamp of the EU's energy policy framework was launched to transition away from the heavy reliance 
on fossil fuels, building on the pledges made in the Paris Agreement. The eight pieces of legislation that 
make up the "Clean Energy for all Europeans" package [1] collectively represent the last steps in putting 
into practice the five pillars of the energy union strategy: security, solidarity, and trust; a fully integrated 
energy market; increased energy efficiency; climate action; and decarbonization; as well as research, 
innovation, and competitiveness [2]. 

 
1 BES – Battery Energy Storage 
2 RES – Renewable Energy storage 
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The EU has more than 2,200 inhabited islands, and most of them have access to some form of renewable 
energy sources (RES), mostly wind and solar energy. However, many islands are still dependent on 
expensive imported energy sources, fossil fuels, and land-based energy supplies [3]. The EU has 
recognized the renewed need for island development with the legislative frameworks such as the "Smart 
Islands Declaration" [4] as the most important document for island development, and the "Clean Energy 
for European Islands" initiative [5]. The redevelopment of the island is a challenge due to the different 
geographical locations of the islands, different interests and requirements of the local population, and 
this challenge is recognized as an opportunity to learn, develop and implement new technologies. The 
Clean Energy for European Islands aims to reduce energy costs and increase energy production from 
RES, promote energy storage using the latest technologies to ensure better energy independence of the 
island, improve air quality, reduce greenhouse gas emissions and encourage economic transition in the 
context of job creation and business opportunities. 

1.1. Renewable energy systems and storage integration 

The integration of RES at the island level has been extensively studied. One of the pioneering 
approaches, the RenewIsland method, employs a four-step analysis to integrate energy and resource 
flows, demonstrated in case studies of Corvo, Porto Santo, and Mljet [6]. Further research explored 
interconnecting island groups to enhance RES utilization, incorporating electric vehicles as storage via 
vehicle-to-grid systems. This analysis used EnergyPLAN for scenario simulations and MultiNode for 
interconnection studies [7]. Similarly, [8] examined energy and transport sector integration on a carbon-
neutral island reliant on intermittent RES, using EnergyPLAN to model power, cooling, heating, and 
transport systems. Another study developed an integrated energy system model with PLEXOS for a 
typical Caribbean island, incorporating power, transport, cooling, and water desalination sectors to 
achieve high RES penetration [9]. 

In [10] a review of energy storage and demand side management (DSM) highlighted the role of grid 
flexibility through storage, supply solutions, and sector integration. Flexible water systems and reverse 
osmosis (RO) based desalination were noted as key for remote islands, enabling electricity storage as 
water and reducing seasonal peak loads. In study [11], six hybrid RES-based RO configurations, 
combining wind, photo-voltaic (PV), battery energy storage (BES), and hydrogen storage, were 
proposed. An optimization problem is introduced where number of BES and hydrogen storage units 
represent two integer variables while wind turbine swept area and PV plant area represent two 
continuous variables. The study [12] evaluates the integration of PV system to sustainably power RO 
desalination units on Nisyros Island, addressing water scarcity while reducing environmental impacts. 
It highlights a scalable solution for other Mediterranean islands with abundant renewable energy 
resources. Authors in [13] present optimization model for minimizing energy consumption in micro 
water-energy systems, integrating RES and storage solutions. It highlights the potential of synchronized 
water and energy management to enhance efficiency and sustainability in interconnected systems. 
Although Mixed-Integer Linear Programming (MILP) optimisation approach with inclusion of BES 
and water storage was used, the proposed study lacks the optimisation of RES capacities which are used 
as parameters. A MILP model for optimizing the energy–water–carbon nexus in remote AC/DC 
microgrids, focusing on integrating RES and BES was developed in [14]. Similarly, even though study 
includes both water and energy system, as well as the energy and water storage, it is limited as RES 
capacities are parameters and only 24h analysis is suggested. 

A study [15] examines the impact of energy and water storage on the co-optimization of water and 
power networks, introducing ramping constraints and storage facilities to enhance efficiency. Study 
suggests that only co-optimisation was performed, while power and storage capacities are represented 
as parameters. A hybrid RES microgrid in study [16] integrates PV, wind turbines, storage options, and 
RO desalination to meet electricity and potable water demands. Utilizing Particle Swarm Optimisation 
(PSO) approach, the system demonstrates technical feasibility and financial viability for small islands. 
However, RES capacities were used as parameters. Study [17] introduced a novel DSM model for the 
Cres-Lošinj archipelago, considering grid limitations. Results showed DSM activation at incentives 
below 23% of day-ahead market prices, suggesting benefits for all stakeholders from distribution-level 
DSM implementation. The authors in [18] applied PSO to optimize a PV-based pumping system with 
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hydro storage for a rural village in Nigeria. Only BES capacity was used as variable and simpler 24h 
only hour optimisation was proposed. A optimal dispatch integrating RES, desalination, and brine 
storage was done in [19]. The method was tested on a hypothetical case of Jordan for different levels 
of installed wind and PV capacities, as well as different sizes of the brine storage. However, no capacity 
optimisation was performed. 

An optimization approach for the placement, sizing, and daily operation of BES to address challenges 
in distribution networks with high PV penetration was proposed in [20]. A proposed optimisation lacks 
in not having the hourly BES power variable and assumes only 1 daily charge and discharge rate. Daily 
curve is further multiplied by 365 to represent yearly distribution which limits the study approach. 
Furthermore, RES capacities are represented as parameters. Focus on optimal BES planning in 
distribution grids with RES to minimize costs and meet technical constraints was proposed in [21]. The 
study uses a hybrid tabu search/PSO algorithm to determine the ideal location, capacity, and power 
rating of BES. Although it uses both BES capacity and power as variable, it lacks as RES capacities are 
used as parameters and only 24h is proposed. Furthermore, it limits BES operation to only one daily 
charge/discharge operation and allows BES discharge only if BES is on max capacity.  

Authors in [22] propose a MILP method for optimizing the BES capacity in a multi-energy 
complementary system with wind, PV, and concentrating solar power. It uses both BES capacity and 
power as variables, and limits BES charge and discharge with binary variables. Although similar to our 
proposed modelling approach, it lacks in having RES as parameters. A study [23] presents an algorithm 
for the simultaneous optimal sizing, placement, and operational strategy of decentralized BES systems 
in medium voltage distribution grids. Approach uses both BES capacity and power as variable but lacks 
in only having 24h horizon which is further simulated to whole year period. Objective function lacks 
the BES power variable, while RES capacities are parameters. A method to co-optimize BES  and 
thermal energy storage capacities in a multi-RES-energy complementary system was proposed in [24]. 
Using a MILP model, it aims to maximize the system's annual profit while considering energy 
curtailment and operational constraints. Although suggesting that RES capacities are part of the 
objective function, it seems that RES capacities are used as parameters. Furthermore, only BES capacity 
is in objective function without BES power variable. It uses binary variables for BES charge/discharge 
operation. The authors in [25] present an integer-programming model for optimizing the mix of RES, 
conventional generation, and BES. The model minimizes capital, operational, and utility costs while 
meeting system constraints and demand. Although it uses both BES capacity and power as variable in 
objective function, RES capacity is used as parameter and no investment cost is in objective function. 
Additionally, no water storage is accessed. Still, study offers high level BES modelling as a main 
problem evaluation.  

A MILP model for planning a local community's water and energy resources, focusing on the energy-
water-carbon nexus was proposed in [26]. The model optimizes the sizing of components such as RES 
and desalination plants while minimizing costs and carbon emissions. Both BES capacity and power 
are variables and modelled in objective function as investment cost, but BES is limited for daily usage 
avoid the possibility to take seasonality into consideration. Still, binary variables were used for BES 
charging and discharge. Furthermore, proposed analysis tends to be only on 24h basis providing water 
scenario, energy scenario and water-energy nexus scenario separately. A MILP optimization model for 
wind-powered desalination units, where the number and type of turbines are optimized based on 
technical and economic factors is presented in [27]. The model includes the integration of a diesel 
generator, BES, and a water storage tank to reduce costs and improve reliability. Approach uses both 
BES capacity and power as variable and uses binary variables for charge and discharge options. 
However, RES capacities are not variables, but number of RES options. Furthermore, it uses 24h 
equivalents and not whole year horizon period. 

1.2. Desalination and Water-Energy Nexus approach 

Remote islands often face freshwater shortages due to limited resources, exacerbated by the seasonality 
of tourism. Traditionally, many islands relied on transporting water via boats, significantly increasing 
costs. As a result, desalination has emerged as a cost-effective and sustainable solution to meet 
freshwater demands efficiently [28]. 
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Islands face energy resource constraints, making energy-intensive desalination a challenge. A 
sustainable solution is pairing RES with desalination, addressing water shortages while avoiding fossil 
fuel dependence and ensuring environmental sustainability. The authors in [29] give a detailed review 
of different desalination and RES technologies focusing mostly on RO desalination. Similarly, the 
authors in [30] review existing desalination and RES applications, emphasizing energy storage and 
process optimization for greater efficiency and cost-effectiveness. Detailed overview of the RES 
integration with a highlight on technical issues, environmental, and economic impact was further shown 
in [31]. Authors give a more thorough view on technical issues, environmental and economic impact. 
The authors in [32] tested a stand-alone wind-powered desalination prototype on Gran Canaria, 
evaluating reverse osmosis, electrodialysis reversal, and vacuum vapor compression. Reverse osmosis 
proved the most effective for intermittent wind energy, offering stable water quality and efficient 
operation. The study [33] reviews over a decade of  work on RES powered desalination, testing different 
desalination technologies using wind and solar energy. Findings from pilot projects in the Canary 
Islands and Africa show the viability of autonomous desalination, highlighting cost and environmental 
benefits in off-grid areas. 

The authors in [34] optimized the design of a stand-alone RO desalination unit for a Greek island using 
PV, wind, and hydropower, finding it more cost-effective than water transport. For Gran Canaria, [35] 
examined a RES-powered microgrid for RO, using wind and PV with grid connection and BES, 
concluding BES was unnecessary. In [36] a hybrid PV-wind-diesel system with BES was modelled for 
isolated islands, identifying RO as the most cost-effective desalination method. While HOMER 
software was used stating the optimisation approach, the study indicates a simulation approach for 
determining the optimal number of PV and wind units. Comprehensive analysis of wind energy-driven 
desalination projects in the Canary Archipelago, spanning from 1984 to the present was assessed in 
[37]. Authors in [38] studied the operation of desalination unit using RES with the implementation of 
BES, grid connection, and smaller internal combustion engines. The authors used HOMER software 
for optimisation. However, a study is missing the objective function and what is being optimized. The 
study [39] applied a Pareto front optimization approach with automated EnergyPLAN simulations to 
determine optimal capacities for water-energy systems on Lanzarote Island. By integrating flexible 
desalination as a load, the method increases renewable energy contribution from 5.14% to 24.6%, 
balancing wind and PV capacities, water storage, and desalination to maximize renewables while 
minimizing CO2 emissions, fossil fuel use, and costs. 

Authors in [40] a continuously operated RO model with PV power, BES, and water storage showed that 
a smaller BES suffices without grid connection. To tackle the problem of higher BES costs that are 
generally used as a flexibility resource on the energy system side, a study of using only seasonal water 
storage for PV based RO system is shown in [41]. Even though authors mention optimization, it seems 
they used brute-force approach to determine the number of PV panels. Study [42] addresses water and 
energy challenges on Greek islands by developing an optimal desalination systems powered by RES. 
Although no optimisation approach was used, authors simulate water storage and RES integration.  

Authors in [43] propose a method for optimizing island water-energy systems by integrating wind, 
hydrogen storage, and RO desalination. Optimization aims to minimize the total system cost and was 
tested on typical summer and winter days for a 24h periods. The study [44] compared PSO and HOMER 
software for optimizing the sizing and dispatch of PV and hydrogen based RO desalination system. 
Authors conclude how PSO optimisation approach outperforms HOMER. Although it uses PSO 
approach, optimal number of model actors is selected, and not optimal value capacities. Iterative 
“optimization” method for sizing a stand-alone hybrid PV/wind/hydrogen system to power a 
desalination unit was proposed in [45]. A case study on the Kerkennah islands was proposed. Like other 
semi-optimisation approaches, it uses iterative simulation approach to find the most cost-effective 
option for a number of investigated scenarios. Similarly, although mentioning optimisation of water 
and energy system approach, authors in [46] use iterative “optimization” approach to design power 
system for RO in remote communities, including  Honduras, Eritrea, and Australia.  



5 
 

1.3. Optimisation approaches in Water-Energy system modelling 

When studying the literature on desalination and water-energy nexus, even though one can still find a 
more basic simulation approaches, it is now a common thing to see the optimization approaches being 
used. It is also common to see authors use the optimization wording relatively “freely”, sometimes not 
stating which optimization approach was used and what was the optimization problem. Hence, below 
we cover main optimization approaches used in field of water-energy nexus, and more specific the 
implementation of desalination, RES, storage, and DSM technologies.  

The authors in [47] reviewed desalination optimization models, highlighting energy consumption, 
transport, fouling, and integration with RES. They pointed out that while hybrid desalination 
technologies show promise, the review lacks detailed optimization discussions. In [48] he authors offer 
an extensive review of optimization approaches in RES-RO modelling, categorizing methods into 
classical techniques (e.g., Newton’s method, Simplex) and AI-based methods (e.g., Particle Swarm 
Optimization, Evolutionary Algorithms, Simulated Annealing). 

We provide a brief review of recent optimization approaches for desalination, RES, and storage. We 
classify methods into two main types: those using commercial software and those based on custom 
models created with coding tools like Python, Matlab, or GAMS. The latter approach allows for 
transparency in the objective function and constraints, whereas commercial software like HOMER often 
lacks such detail. Many studies using HOMER, [36], [38], [49], appear to select the optimal scenario 
based on cost from multiple simulations, rather than a true optimization approach. Similarly, other 
approaches not related to HOMER, and previously mentioned, tend to mention optimisation while the 
methods suggest the iterative simulation approach was used [15],[34],[42],[45],[46]. 

A popular optimization technique seen in literature is the usage of iterative heuristic and meta-heuristic 
approaches. The authors in [50] put nineteen different heuristic and metaheuristic algorithms to the test 
to find the optimal RO-RES system. Included RES solutions were wind and PV power while also 
including a BES. Both the individual and hybrid heuristic and metaheuristic optimization approaches 
were assessed. The authors conclude that improved harmony search-based chaotic simulated annealing 
algorithm provided the best results in regards to the mean, min, and max values. Moreover, authors add 
that hybrid metaheuristic algorithms, the ones combining two or more single optimization approaches, 
are more superior to individual optimization algorithms due its faster convergence speed and calculation 
accuracy. Many authors in previously mentioned references use iterative heuristic and meta-heuristic 
approaches for water-energy system analysis [11],[16],[18],[20],[21],[35],[44]. Iterative heuristic and 
meta-heuristic approaches can be less efficient than linear programming methods because they often 
require more computational time to converge and do not guarantee optimal solutions. These methods 
rely on approximation and trial-and-error processes, which can lead to suboptimal results, whereas 
linear programming methods offer a systematic approach to find the best solution within given 
constraints, ensuring optimality and faster convergence. Therefore, a concept of linear programming 
has grown significantly in popularity during the last several years in the field of water-energy nexus. 

In study [51], a MILP model was used to optimize RES dispatch through demand response in the Canary 
Islands' water supply sector. The results show that demand shifting increases self-sufficiency and RES 
utilization, with the highest self-sufficiency achieved by combining both PV and wind power. Authors 
in [52] proposed a MILP-based short-term scheduling approach for desalination unit operation and 
thermal power unit scheduling. It includes water energy storage and BES integration with power flow 
constraints. The authors demonstrate that the model significantly reduces system operation costs and 
recommend its use for future water-energy nexus challenges. Before mentioned studies in sections 1.1 
and 1.2 deploy the LP optimisation approach for water-energy system analysis [13],[14],[17], 
[22],[24],[25],[27]. 

1.4. Proposed paper contribution 

The proposed study presents a comprehensive assessment of water and energy systems through an 
optimization framework, providing the optimal dispatch of water and energy streams while determining 
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the optimal capacities for BES and RES. This approach incorporates water storage and PtW technology, 
offering a novel perspective on integrated water-energy system optimization. 

Existing research highlights a gap in the holistic optimization of capacity and dispatch for islanded 
systems, particularly those experiencing pronounced seasonality. 

While some studies focus on detailed optimization of energy systems or storage capacities, they often 
neglect the integration of water storage and water system optimization. Conversely, studies cantered on 
water systems rarely include RES or energy storage capacity optimization or extend their analyses to 
shorter time horizons. 

The literature review underscores the absence of a broader optimization framework that simultaneously 
addresses water and energy system capacities and their operational dispatch, alongside storage 
solutions. To bridge this gap, this study proposes an innovative implementation of MILP model that 
optimizes RES and BES capacities, coupled with water systems through RO desalination unit and water 
storage supported by PtW technology. 

Unlike the traditional approach in water-energy system analysis, which often focuses solely on BES 
capacity optimization, this study adopts a more detailed methodology. Similar to advanced studies 
[22],[25],[26],[27] the proposed model considers both BES capacity and power rating as variables. It 
extends this approach by including RES capacity optimization, water system modelling, and water 
storage integration. Additionally, the model provides an optimized hourly dispatch for RES (primarily 
PV power), BES, grid connection, and RO desalination for a full one-year period, offering insights into 
enhanced system flexibility and integration through PtW. 

The proposed integrated water-energy system model delivers optimal system capacities and the dispatch 
of energy and water streams. Notably, the study addresses the unique challenges faced by smaller-scale 
island systems, which are often overlooked in larger-scale water-energy nexus analyses. These systems 
are particularly affected by tourism-induced demand fluctuations, which can cause up to tenfold 
variations in total system demand. By focusing on the Croatian island of Unije as a case study, the 
research provides valuable insights into island-specific dynamics, with detailed case data presented in 
Section 3. 

Furthermore, the study explores the impact of varying PV and BES investment costs, offering a range 
of optimal solutions based on different cost scenarios. This analysis provides a comprehensive overview 
of system operational capacities and economic performance, which can inform practical assessments of 
water-energy systems in islands and remote areas. Finally, the effects of changes in grid electricity 
prices, PV potential, and water demand on optimal system configuration and financial outcomes are 
thoroughly evaluated, making the findings highly relevant for future applications and decision-making 
in water-energy system design. 

1.5. Paper organization 

The remainder of the proposed study is divided into: Section 2 where a detailed description of the 
proposed MILP based water-energy system optimisation model, and modelling framework is presented. 
The Section 3 follows with clarification on case study, used input data and assumptions for the specific 
parameters, demand curves, price curves etc. The Section 0 presents a detailed analysis and discussion 
of the optimal water-energy system configuration for Unije Island, focusing on the joint RES, water 
and BES storage operation. Additional change in grid electricity price, PV potential, and water demand 
is shown after base results. Finally, conclusion and future work is provided in the Section 5. 

2. Method - Water-energy nexus model 

A MILP optimisation approach for optimising integrated water and energy systems is proposed, offering 
the flexibility to incorporate any water production, treatment, or storage technology, as well as any 
electricity generation or storage technology, with the inclusion of energy to water system connection. 
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This model is designed to identify the optimal dispatch of water and energy streams while 
simultaneously determining the optimal system capacities. The framework is highly adaptable, enabling 
users to include various technologies depending on specific system requirements, as illustrated in Figure 
1. 

The model was applied to optimize the dispatch of water and energy system components while 
determining the optimal sizing of electricity generation technologies, storage power and energy 
capacities, and key water system parameters. 

In the proposed setup, PV generation was selected as a main power source to support the sustainability 
and study the RES integration. Additionally, a grid connection was incorporated to evaluate the 
economic implications of RES and storage integration into existing island water-energy system, which 
traditionally rely heavily on grid connections and/or fossil electricity generation technologies. 

To assess the impact of Power-to-Water (PtW) through the operation of a desalination unit, water 
storage was included as a component of the water-energy system optimization model. Furthermore, to 
explore the interactions between electricity generation and various storage options, a BES storage 
system was incorporated, with both its optimal capacity and power values modelled. The sets, variables, 
and parameters used in the model are comprehensively detailed in Nomenclature. 

The modelling framework operates on a yearly time horizon, allowing the user to select a desired time 
step for their specific application. In this study, an hourly time step was chosen as a balance between 
achieving high temporal resolution and maintaining reasonable computational efficiency. This selection 
reflects the trade-offs inherent in optimization models, particularly MILP formulations, which are more 
computationally intensive than basic LP models and depend heavily on system hardware configurations. 
However, the framework is flexible, permitting the use of higher-resolution time steps if supported by 
advanced computational resources.  

The optimization problem was implemented in Python 3.7 using the GUROBI solver for mathematical 
optimization. The GUROBI Python extension module (gurobipy) was installed and integrated into the 
Python environment to enable efficient execution. All optimizations were performed on a workstation 
equipped with two Intel Xeon E5-2623 v3 CPUs and 64 GB of RAM, with an average runtime of 
approximately 30 minutes per optimization run. 
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Figure 1.   Schematic of the modelling and optimization approach 

Figure 1 illustrates the schematic of the proposed modelling and optimization approach, which can be 
divided into three main sections. 

The first section focuses on the selection of system-side technologies and the definition of input 
parameters along with representative time-series data. This includes identifying water generation and/or 
treatment technologies and energy system technologies, enclosed within the dashed red rectangle. 
Additionally, the selection of storage options, encompassing both water and energy storage systems, is 
highlighted within the dashed green rectangle. Depending on the defined system boundaries, inputs in 
the form of energy demand and/or water demand may be required. To address this, weather data, site-
specific information, and existing measurement datasets are modelled to generate tailored demand 
profiles, represented within the dashed and dotted blue rectangles. 

In the proposed case study, the system boundary encompasses the desalination unit, the associated water 
pipeline system, and water storage. Consequently, water demand is the primary input, while electricity 
demand is derived as an output of the optimization process, based on the optimal operation of the 
desalination unit and the selected PV and energy storage configurations. However, in cases where the 
system boundary includes broader energy systems, additional energy demand inputs may be necessary, 
as indicated in the Figure 1. 
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The second section outlines the optimization approach, which is structured around variations in specific 
parameters, PV investment cost, and BES investment cost. Changes in specific parameters are 
represented by the outermost loop, while changes in PV and BES investment costs are captured within 
two nested inner loops, illustrated with black dashed lines in the schematic. 

The outermost loop represents variations in key parameters that significantly influence the optimal 
configuration and dispatch of the water-energy system. For each parameter change pc within the 
parameter change set (pc ∈ PC), a set of optimization runs is performed. Each selected parameter itself 
represents a set of different parameter changes based on which set of optimisation runs is made. 
Therefore, a set of grid electricity price change (ε ∈ ΩΕ), set of PV potential change (κ ∈ ΩΚ), and set 
of water demand change (ψ ∈ ΩΨ) was selected as important parameters change.  

The second loop corresponds to changes in PV investment cost. For each value pvc within the PV cost 
set (pvc ∈ PVC), an optimization run is executed. Nested within this loop, the third and innermost loop 
addresses variations in BES investment cost. For each value bc within the BES investment cost set (bc 
∈ BC), an optimization run is initiated. Each run aims to minimize the objective function, ultimately 
determining the optimal configuration of the water-energy system under the given parameter conditions. 

The third section presents the outputs of the proposed framework, including optimal system capacities, 
time-step-based energy and water flows, and key financial and economic indicators. By performing 
multiple optimization runs, the framework generates a comprehensive set of results detailing the optimal 
water-energy system configurations under varying PV and BES investment costs. Additionally, 
variations in the three key parameters provide insights into the impacts on overall system profitability, 
optimal renewable energy and storage capacities, and the dispatch of water and energy systems. 

An optimisation model objective function and main model constraints are shown below. The first 
paragraph explains the main objective function and what it is composed of. The following paragraph 
shows the main constraints regarding the proposed energy system while the last paragraph discusses on 
the constraints for the water system and its connection to energy system. 

The objective function is composed of the sum of the system costs, and potential financial and 
economical savings which can be seen in equation (1). 

min                 ∑ eP
t ∙ GD

pvc, bc, tt + ∑ eP
t ∙ BCH,G

pvc, bc, tt + ∑ wBC∙ WB
pvc, bc, tt + ∑ llc ∙ LLpvc, bc, tt +

∑ pvvar ∙PVE
pvc, bc, tt + BC

pvc, bc ∙ bMCC + BNPpvc, bc ∙ bMPC
 − ∑ eP

t ∙ PVD
pvc, bc, tt − ∑ eS

t ∙ PVG
pvc, bc, tt −

∑ eP
t ∙ BDC

pvc, bc, tt  + BC
pvc, bc ∙ bCC

 bc ∙ 𝜁 ∙ cr + BNPpvc, bc ∙ bPC
 bc ∙ (1 − 𝜁)∙ cr +

PVP
pvc, bc ∙ pvC

 pvc ∙ cr + BC
pvc, bc ∙ bCC bc ∙ icdf ∙ pvf ∙ 𝜁 ∙ cr + BNP

pvc, bc ∙ bPC bc ∙ icdf ∙ pvf ∙ (1 −
𝜁) ∙ cr ,     (∀ pvc ∈ PVC, ∀ bc ∈ BC, ∀ t ∈ T ) 

(1) 

The objective function of the proposed problem is to minimize the total system cost on the annual basis. 
It encompasses several components, each representing a specific cost or saving within the system. These 
components can be categorized as follows: 

 Grid electricity cost - the grid electricity cost is a significant component of the objective 
function. It is composed of two terms where the first one represents the cost of grid electricity 
required for running the desalination unit, while the second term represents the cumulative cost 
of grid electricity used for charging the BES. These costs directly impact the operational 
expenses of the system, and are shown as the first two summations in the equation 1, 

 Cost of water boat carriers - in situations where the desalination unit cannot produce sufficient 
fresh water to meet the demand, water boat carriers are utilized. This component in the objective 
function represents the cost associated with employing water boat carriers for the transportation 
of water. It captures the expenses incurred when alternative means are required to fulfil the 
water demand. The water boat carriers in optimisation approach can also be seen as a loss of 
load on a water supply side, 

 Lost load cost - the objective function includes a term that represents the lost load cost for 
electricity production. This cost arises when the system is unable to meet the electricity demand, 
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resulting in a loss of potential revenue. By considering this cost, the objective function accounts 
for the economic consequences of insufficient electricity production, 

 Variable cost of PV electricity generation - the objective function incorporates a term that 
represents the variable cost associated with using PV for electricity generation. This component 
includes expenses related to the maintenance, operation, and other variable costs specific for 
the PV technology, 

 BES maintenance cost 
 Financial and economical savings - the summations with negative signs represent the financial 

or economical savings generated by the system operation. These savings can be further divided 
into savings due to the direct PV usage for desalination purposes, earnings from excess PV 
generation sold to the grid, and savings due to BES usage, respectively seen as a negative 
summation in the equation 1, 

 Annualized investment cost - reflects the expenses incurred for the initial setup, installation, 
and financing of these renewable energy components. It is worth noting that the general 
approach of using only BES capacity as the variable in the objective function is here further 
divided into the battery storage capacity in kWh, and nominal BES power kW where ζ 
represents the weighting factor for the two battery storage costs. The base case value for the ζ 
is 0.5, 

 Annualized BES replacement cost – reflects the annualised expenses for the replacement of 
BES in year ry. Factor icdf represents the BES investment cost decrease factor for a year ry, 
while present value factor pvf determines the present value of the future BES replacement cost. 

Model is additionally constrained by the equations and inequalities (2)-(28) that are simulating the 
physical energy and water flows, as well as the physical boundaries for the water-energy system 
operation based on the RES and BES. Below are the main constraints regarding the energy system side. 

Equation (2) represents the demand-supply balance where on the LHS of the equation are energy input 
variables such as PV generation, BES discharge and grid connection, while the RHS of the equation is 
composed of the electricity demand and lost load variables. 

PVDpc, pvc, bc, t + BDC
pc, pvc, bc, t + GD

pc, pvc, bc, t = ED
pc, pvc, bc, t − LLpc, pvc, bc, t,     (∀ pvc ∈ PVC, ∀ bc ∈ 

BC, ∀ t ∈ T ) 
(2) 

Constraints ranging from (3)-(16) describe the energy system side and specific limitations on BES 
operation. Equation (3) represents the BES state-of-charge (SOC) for each timestep t ∈ [1, T]. The RHS 
of the BES SOC equation is composed of the SOC in the previous time step with the inclusion of self-
discharge, BES grid and PV charging and charging efficiency, and BES discharge and its corresponding 
discharge efficiency. Set of constraints from (4)-(7) gives further limits on the BES SOC and capacity. 
Equation (4) sets the starting SOC in time step t=0 as a percentage of global BES capacity while 
constraint (5) limits the final SOC in the time step t=T to values higher or equal to the staring BES SOC. 
To further model BES operation in a sense of capacity preservation, equations (6) and (7) limit the 
lower and upper usable BES capacity. As model differentiates BES power and capacity, further 
limitations on BES nominal power output are shown in constraints (8)-(11). 

Constraints (8) and (9) represent the upper and lower limits on the time-step based power output, 
respectively. Global nominal BES power output is the upper limit for the time-step based power output 
values and shown in the constraint (10). Similarly, constraint (11) limits that time-step based power 
output is lower than the global nominal BES capacity. 

BSOCpvc, bc, t = BSOCpvc, bc, t-1∙(1-bsd)+( BCH,G
pvc, bc, t+ BCH,PVpvc, bc, t)∙bch,η − BDC

pvc, bc, t
bdc,ηൗ ,     (∀ pvc 

∈ PVC, ∀ bc ∈ BC, ∀ t ∈ [1, T]) 

(3) 

BSOCpvc, bc, t =  bSOC t0∙ BC
pvc, bc,     (∀ pvc ∈ PVC, ∀ bc ∈ BC, t = 0) (4) 
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BSOCpvc, bc, t ≥  bSOC t0∙ BC
pvc, bc,     (∀ pvc ∈ PVC, ∀ bc ∈ BC, t = T) (5) 

BCpvc, bc∙bSOC,max ≥ BSOCpvc, bc, t,     (∀ pvc ∈ PVC, ∀ bc ∈ BC, ∀ t ∈ T) (6) 

BCpvc, bc∙bSOC,min ≤ BSOCpvc, bc, t,     (∀ pvc ∈ PVC, ∀ bc ∈ BC, ∀ t ∈ T) (7) 

BPpvc, bc, t ≤ bP,max,     (∀ pvc ∈ PVC, ∀ bc ∈ BC, ∀ t ∈ T) (8) 

BPpvc, bc, t ≥ bP,min,     (∀ pvc ∈ PVC, ∀ bc ∈ BC, ∀ t ∈ T) (9) 

BNPpvc, bc ≥ BPpvc, bc, t,     (∀ pvc ∈ PVC, ∀ bc ∈ BC, ∀ t ∈ T) (10) 

BCpvc, bc ≥ BPpvc, bc, t,     (∀ pvc ∈ PVC, ∀ bc ∈ BC, ∀ t ∈ T) (11) 

Further constraints ranging from (12)-(14) show the connection between the time-step based BES power 
output/input and its energy equivalent for selected time-step Δt. X variables are binary variables limiting 
that only one operation, either BES charging or discharging, can be done in one time-step and it is 
shown in constraints (15) and (16). The abovementioned constrains are adding mixed-integer part in 
the linear programming problem. Furthermore, one can see that multiplication of variables sets this 
problem as quadratic, and not linear. Hence, this model can be expressed as MIQCP problem. Even 
though the GUROBI solver, which was used for this study, automatically does linearization of 
multiplication of two variables, additional linearization of constraints (12)-(14) can be done using upper 
and lower BES power limits per common linearization technique [53], making a problem MILP. 

BCH,PVpvc, bc, t ≤ BPpvc, bc, t∙Δt ∙XPVpvc, bc, t,     (∀ pvc ∈ PVC, ∀ bc ∈ BC, ∀ t ∈ T) (12) 

BCH,Gpvc, bc, t ≤ BPpvc, bc, t∙Δt ∙XGpvc, bc, t,     (∀ pvc ∈ PVC, ∀ bc ∈ BC, ∀ t ∈ T) (13) 

BDCpvc, bc, t ≤ BPpvc, bc, t∙Δt ∙XDCpvc, bc, t,     (∀ pvc ∈ PVC, ∀ bc ∈ BC, ∀ t ∈ T) (14) 

XPVpvc, bc, t + XDCpvc, bc, t ≤ 1,     (∀ pvc ∈ PVC, ∀ bc ∈ BC, ∀ t ∈ T) (15) 

XGpvc, bc, t + XDCpvc, bc, t ≤ 1,     (∀ pvc ∈ PVC, ∀ bc ∈ BC, ∀ t ∈ T) (16) 

Limitations and energy flows regarding the PV generation are shown in constraints (17)-(21). Equation 
(17) shows that energy generated from PV can be used for direct energy consumption, BES charging 
or be sold to the grid. Equation (18) shows a simple PV generation form through the usage of PV 
potential parameter pvS

κ,t in kWh/kW. The approach of open-source EHDO tool authors for PV 
generation was used [54]. The solar_modelling.py script uses data such as location, elevation, azimuth, 
weather data, PV module data etc. to find the time-step based PV potential and can be accessed on 
EHDO Github page [55]. The dependence between the nominal BES power cost and nominal BES 
capacity cost is shown in the equation (19) where the base value of 0.5 vas used. Equations (20) and 
(21) represent the grid electricity price curve and selling electricity price curve, respectively. The 
connection between the grid electricity price and selling electricity price is determined by the parameter 
γ, often recognised as buy-back factor. 

PVDpvc, bc, t + BCH,PVpvc, bc, t + PVGpvc, bc, t = PVEpvc, bc, t,     (∀ pvc ∈ PVC, ∀ bc ∈ BC, ∀ t ∈ T) (17) 

PVEpvc, bc, t = PVPpvc, bc, t∙ pvS
t,     (∀ pvc ∈ PVC, ∀ bc ∈ BC, ∀ t ∈ T) (18) 

bPCbc = bCCbc 𝑟ൗ ,     (∀ bc ∈ BC) (19) 

eP
t = eP

 t ∙ε,     (∀ t ∈ T) (20) 

eS
t = eP

t ∙ 𝛾,     (∀ t ∈ T) (21) 
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Constraints on water system side are shown in set of equations ranging from (22) to (28). Equation (22) 
represents the water storage level for each timestep t ∈ [1, T]. The RHS of the water storage level is 
composed of the previous time step water level, addition of water production and water boat carriers’ 
coverage, and subtracted by the water demand. The water production in proposed model is limited only 
to the water desalination, but further model development will include the other water production 
technologies to have wider water production possibilities similar to the energy system side.  

Set of equations (23)-(26) further limit the water storage operation similarly to the energy system side 
for the BES SOC constraints. Equation (23) sets the starting water storage level in time step t=0 as a 
percentage of available water storage capacity while constraint (24) limits final water storage level, in 
the time step t=T, to values higher or equal to the staring water storage level. Further limitations shown 
in equations (25) and (26) limit the water storage level between the maximum and minimum values, 
respectively. Connection between the water and energy system can be observed in the equation (27) 
where electricity demand is dependent on water production and water production efficiency. The base 
water production efficiency is generally technology dependent, and here only the water desalination 
technology is being used. However, the model can include multiple water production and treatment 
options. Similar to connection between the time-step based BES power output/input and its energy 
equivalent, the equation (28) limits that the water production in time-step Δt cannot be higher than the 
installed water production technology generally displayed in m3/h multiplied by the time-step Δt. 

WLpvc, bc, t = WLpvc, bc, t-1 + WDpvc, bc, t + WBpvc, bc, t − wD
t,     (∀ pvc ∈ PVC, ∀ bc ∈ BC, ∀ t ∈ [1, T]) (22) 

WLpvc, bc, t = wLC ∙ wL
t0,     (∀ pvc ∈ PVC, ∀ bc ∈ BC, t = 0) (23) 

WLpvc, bc, t ≥ wLC ∙ wL
t0,     (∀ pvc ∈ PVC, ∀ bc ∈ BC, t = T) (24) 

WLpvc, bc, t ≤ wLC ∙ wL,max,     (∀ pvc ∈ PVC, ∀ bc ∈ BC, ∀ t ∈ T) (25) 

WL pvc, bc, t ≥ wLC ∙ wL,min,     (∀ pvc ∈ PVC, ∀ bc ∈ BC, ∀ t ∈ T) (26) 

EDpvc, bc, t = WDpvc, bc, t ∙ 𝑑η,     (∀ pvc ∈ PVC, ∀ bc ∈ BC, ∀ t ∈ T) (27) 

𝑑C ∙ Δt ≥ WDpvc, bc, t,     (∀ pvc ∈ PVC, ∀ bc ∈ BC, ∀ t ∈ T) (28) 

3. Case study: Unije Island 

The Unije island is a small island located in the northern part of the Adriatic Sea, part of the larger Cres-
Lošinj archipelago, Croatia. The total island area is 16.77 km2, with a 36.6 km long indented coast. 
Based on the 2021 census, Unije has 35 private households with 66 permanent inhabitants, while the 
total number of people in the summer months can rise up to 500 numbering total households to 439 
[56]. 

The population has notable seasonal fluctuations, with an increase in numbers during the summer 
months brought on by the influx of tourists. This demographic pattern is representative of more general 
trends seen in many Adriatic islands, where aging and depopulation coexist with sporadic spikes in 
population brought on by tourism. The weather in Unije is Mediterranean, with hot, dry summers and 
warm, rainy winters. The climate of the island is suitable for a range of agricultural activities, especially 
for the cultivation of olives, grapes, and other commodities that are essential to the regional economy. 
The typical monthly average temperature varies from 7.8 °C in January to 24.6 °C in August, with an 
annual mean temperature of about 15.3 °C. The island experiences approximately 900 mm of 
precipitation on average per year, most of which falls in the fall and early winter, in line with the 
Mediterranean climate [57]. 
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Figure 2.   Schematics of water-energy flows for the Unije Island case study 

Figure 2 provides a schematic representation of the modelled water-energy system on Unije Island. The 
water system consists of a RO desalination unit, a water pipeline network, and a primary water storage 
tank. The energy system includes a PV plant, BES storage and a grid connection. The desalination unit 
utilizes brackish water from the local aquifer, resulting in an overall energy consumption of 2.5 kWh/m³. 
The existing water storage tank has a capacity of 400 m³. Hourly water demand data, obtained from the 
local water utility, is presented in Figure 3. Besides the water hourly demand values, Figure 3 is showing 
data on number of people on the island and the air temperature values giving the view on the island 
seasonality and tourism effect. Additional parameter values related to the water system side can be seen 
in the Table 1. 

Table 1.   Water system input parameters 

Water system input parameters 
Model 

parameter name 
Value Unit 

Desalination unit specific consumption dη 2.5 kWh/m3 

Desalination unit nominal capacity dc 200 m3/day 

Total water demand wD
t 15939.82 m3/a 

Water storage capacity wLC 400 m3 

Starting water level wL
 t0 40% % of WS 

Max water level wL,max 100% % of WS 

Min water level wL,min 20% % of WS 

Water boat carrier cost wBC 25 EUR/m3 
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Figure 3.   Input data curves for Unije Island 

In Croatia, most electricity consumers use a two-tariff pricing model, which was adopted in this study. 
However, the framework is flexible and can accommodate any electricity price curve. A higher daytime 
tariff of 130 EUR/MWh was applied between 7 a.m. and 9 p.m., while a lower nighttime tariff of 60 
EUR/MWh was applied from 9 p.m. to 7 a.m. The electricity price curve also accounted for daylight 
saving time adjustments. 

To distinguish between electricity purchase and sale prices, a buyback parameter (γ) was introduced. 
For the Croatian case, any excess electricity sold back to the grid, rather than used for self-consumption, 
is multiplied by a buyback rate of 0.4. This implies that 60% of potential savings are lost for every kWh 
sold back to the grid instead of being utilized for self-consumption.  

As outlined in Section 2, the methodology for calculating hourly PV generation potential in kWh/kW 
was adopted from the approach presented by the authors in [54]. The PV investment cost was treated 
as a variable parameter, reflecting the current market conditions and actual investment costs relevant to 
the Croatian context. Specifically, with average PV investment costs in Croatia ranging between 1100 
and 1200 EUR/kW, the selected range extended from a minimum of 900 EUR/kW to a maximum of 
1400 EUR/kW. Additionally, the NREL report [58] was referenced to determine the variable cost of 
PV power generation, which was calculated as 7.61 EUR/MWh. 

Similarly to the PV investment cost range, the BES investment cost range was determined based on 
current market conditions and real-world investment costs specific to Croatia. As there are only a few 
existing BES projects in Croatia, available data indicate that BES capacity investment costs remain 
relatively high, averaging between 500 and 600 EUR/kWh. However, given global trends and the 
ongoing decline in BES costs, it was assumed that these costs would continue to decrease. 
Consequently, the selected range spans from a minimum investment cost of 50 EUR/kWh to a 
maximum of 600 EUR/kWh. Based on this defined BES capacity cost range and the parameter r, 
representing the ratio of BES capacity cost to BES power cost, the BES power investment cost was 
calculated. To calculate future investment cost for BES replacement, a NREL report [59] was used. A 
mid-cost decrease projection for BES investment was used resulting with the investment cost decrease 
factor icdf of 0.6. Additional input parameters related to BES utilization are provided in Table 2. 
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Table 2.   BES usage input parameters 

BES usage input parameters 
Model parameter 

name 
Value Unit 

Minimum BES power output bP, min 0 kW 

Minimum BES power output bP, max 25 kW 

BES charge efficiency bch,η 90% - 

BES discharge efficiency bdc,η 90% - 

BES self-discharge rate bsd 1% % of BES capacity per Month 

BES starting SOC bsoc
 t0 50% % of BES capacity 

Minimum BES SOC bsoc, min 20% % of BES capacity 

Maximum BES SOC bsoc, max 100% % of BES capacity 

BES capacity maintenance cost bMCC 0.38 EUR/kWh/a [27] 

BES power maintenance cost bMPC 3.22 EUR/kW/a [27] 

 

Annualization of investment cost are with the life-time of technology of 25 years, and the average 
financial discount rate of 5%. It was assumed that BES replacement is needed in 12th year of studied 25 
years project life-time. 

4. Results and discussion 

The below section present a detailed analysis of the optimal water-energy system configuration for 
Unije Island, focusing on the joint PV and storage operation. The study examines how variations in PV 
and BES investment costs influence the system’s operational capacities and its overall financial and 
economic performance. Through a series of optimization runs, the analysis provides insights into the 
optimal system operation under different cost scenarios, represented by 3D diagrams that map the 
relationships between PV power, BES storage, and investment costs. The below results and discussion 
explores how the optimal PV power values change in response to different BES and PV investment 
costs.  

The analysis explores the influence of BES on system performance, emphasizing how variations in BES 
capacity affect the optimal PV power and the corresponding objective function values, which reflect 
the system’s financial and economic outcomes. Additionally, the study examines BES utilization and 
its role in enhancing system efficiency, focusing on the interplay between BES power and capacity and 
their collective impact on storage utilization and overall system savings. This includes a detailed 
assessment of how BES capacity affects the required BES power and how these parameters together 
optimize energy storage performance. 

The findings further highlight the broader implications for adopting renewable energy and storage 
solutions, particularly in regions like Unije Island, where seasonal variability significantly impacts 
energy and water demand. Finally, additional analysis was conducted to evaluate the impact of key 
parameter changes on the optimal configuration and economic profitability of the future water-energy 
system on the Unije island. Parameter change analysis systematically varied critical parameters, such 
as grid electricity price, PV potential, and water demand, to assess their effects on system capacities, 
dispatch, and overall economic performance. This analysis lays the groundwork for further discussions 
on the integration of renewable energy sources and storage technologies in contexts characterized by 
dynamic energy and resource demands. 
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Figure 4.   Range of optimal base case capacity results for Unije Island’s water-energy system; PV 
power (left); BES capacity (middle); BES power (right) 

The Figure 4 is showing main capacity results regarding the optimal water-energy system for the Unije 
Island case study. Each of the point is representing the optimal system operation based on the different 
PV and BES investment costs which are shown as x and y axes. Hence, the shown 3D diagrams are set 
of multiple optimization runs for different PV and BES investment costs. All shown results depict the 
optimal system values. 

The objective function is composed of the sum of the system costs, and potential financial and 
economical savings. As the goal is to minimize the objective function, system costs in the objective 
function are represented with the plus sign while financial and economic revenues are represented with 
the negative sign. Therefore, if project is to be profitable, final objective function should be below zero. 
To make it easier for results representation and avoid negative objective function ranges, we display the 
negative of objective function (neg(objective function)) in the results. Therefore, when the overall 
system is profitable the neg(objective function) will be above zero, while for the ones not profitable will 
be below zero. In a sense, we display the final profitability indicator as negative of objective function 
that can be seen in equation (1). In the below results, all surface results will be coloured based on the 
neg(objective function) showing that optimal results for different investment cost pairs that are higher 
than zero as profitable, and those below zero as not profitable. Furthermore, in below results whenever 
a PV/BES investment cost pair is referenced in numbers, to maintain clarity, units may be not 
mentioned. However, whenever a PV/BES investment cost pair is mentioned it references the PV cost 
in EUR/kW and BES investment cost in EUR/kWh. 

One of the main points of proposed research was to see the effect of investment cost change on optimal 
system values. Furthermore, the important part of the research was to study the effect of storage options, 
here BES and water storage, on RES implementation and total financial and economical profitability. 
The first diagram on Figure 4 presents the optimal PV power values across the range of selected PV 
and BES investment costs. As anticipated, lower PV investment costs correspond to higher optimal PV 
power capacities. However, the rate of change in PV power capacities exhibits notable variability 
depending on changes in PV and BES investment costs. For instance, when analysing PV power values 
at a fixed PV investment cost, it becomes evident that the rate of change in PV power is not uniform 
but is influenced by the associated BES investment cost. One can observe how PV power value rises 
with higher average rate of 0.124 kW per EUR/kWh for lower BES investment cost values and smooths 
out to average rate of 0.049 kW per EUR/kWh when approaching higher BES investment costs. In 
contrast, when observing PV power values for constant BES investment cost, one can observe that rate 
change is higher for BES cost values up to 200 EUR/kWh with the average rate decrease of -0.069 kW 
per EUR/kW increase in PV investment cost. Above the 200 EUR/kWh BES cost threshold, the PV 
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power rate change is lower with average rate decrease of -0.055 kW per EUR/kW increase in PV 
investment cost. These results are closely tied to BES usage and the second diagram showing the BES 
capacity in kWh dependent on the PV and BES investment cost. 

It is important to note that the axes for “PV cost” and “BES cost” have been switched in the diagrams 
for clarity and ease of interpretation. A comparison of the first two diagrams reveals that the rate of 
change in PV power values is strongly influenced by the corresponding BES capacities. Specifically, a 
higher rate of decrease in PV power is inversely related to a sharp increase in optimal BES capacities 
when observing changes at a constant PV investment cost. 

This relationship underscores that optimal PV and BES configurations exist where PV power serves as 
the primary energy producer, maximizing direct usage for desalination in a form PtW storage and 
storage in the form of BES. Consequently, a decrease in optimal PV power is often accompanied by an 
increase in BES storage, leading to higher neg(objective function) values. This observation challenges 
the common assumption that lower BES costs, and consequently higher BES capacities, always result 
in greater RES implementation. Instead, the findings suggest that from an optimization perspective, the 
most effective PV and BES pair does not necessarily maximize both capacities but achieves the best 
economic outcome as defined by the objective function. 

The common conclusion is still relevant, but it is important to define the objective function which 
determines the optimal value pairs. Further analysis on financial and economical savings will be 
discussed further below, and are shown in Figure 7 and Figure 8. It is also relevant to notice that BES 
usage is justified in broader BES cost range with the increase in PV investment cost. However, it is 
worth noting that those PV and BES pairs result with quite low neg(objective function)  values of around 
500 EUR/a. 

The third diagram in Figure 4 illustrates the relationship between BES nominal power and PV and BES 
investment costs. The BES nominal power results closely follow the trends observed in the BES 
capacity plane, with notable differences characterized by a higher rate of change at increased PV 
investment costs. This elevated rate of change is attributed to the continued presence of constant PV 
power, even at higher PV costs. Consequently, the BES nominal power distribution reflects a 
combination of the PV power and BES capacity planes. Scenarios with higher PV power, in conjunction 
with existing BES capacities, result in an increased requirement for BES nominal power, highlighting 
the interdependence between these variables. This relationship underscores the importance of 
simultaneously considering PV power and BES capacity when evaluating the optimal configuration of 
BES nominal power in the system.  

    

Figure 5.   Detailed view on optimal water-energy system capacity values; BES capacity and PV 
power (left); BES Capacity and BES power (right) 

A more detailed analysis of PV power, BES capacity, and BES power is presented in Figure 5. Both 
diagrams in the figure illustrate results as a function of BES investment costs, displayed along the x-
axis. The results are represented as paired solid and dashed lines for each PV investment cost, with each 
pair distinguished by a consistent colour scheme. 
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The LHS y-axis in both diagrams corresponds to BES capacity, represented by the solid lines. In the 
first diagram, the dashed lines indicate PV power values, which are read from the RHS y-axis. Similarly, 
in the second diagram, the dashed lines represent BES nominal power values, also read from the RHS 
y-axis. This dual-axis representation provides a comprehensive view of how BES and PV capacities 
interact across varying BES investment costs, offering insights into their combined impact on system 
performance and optimization. 

The results indicate that higher PV investment costs are associated with a smoother distribution of PV 
power values, which is directly linked to BES utilization. For lower PV investment costs, the final 
optimal PV power—represented by the horizontal segments of the dashed lines—is achieved at lower 
BES cost values. This demonstrates that BES usage becomes more prominent as both PV and BES 
investment costs increase. Table 3 provides threshold BES cost values below which BES usage is 
economically justified. In addition to the threshold values, Table 3 also presents the final optimal PV 
power when BES storage is not utilized and the maximum BES capacities at the lowest BES investment 
cost. As anticipated, the highest BES utilization occurs at the lowest BES cost of 50 EUR/kWh. 
However, an intriguing pattern emerges in the BES capacities at this cost. The influence of PV costs on 
final BES capacity is apparent, and a change from minimum optimal BES capacity of 120.38 kWh to 
overall maximum BES capacity of 247.60 kWh for PV cost ranges from 900 to 1400 EUR/kW, 
respectively. These observations highlight the interplay between PV and BES investment costs in 
determining the optimal capacities, emphasizing the critical role of BES in scenarios with higher 
investment costs for PV. 

Table 3.   Overview of base results for ranging PV investment cost – threshold results 

PV Cost 
[EUR/kW] 

BES Cost Threshold 
[EUR/kWh] 

PV power w/o BES 
[kW] 

Max BES capacity 
 [kWh] 

900 184 64.22 120.38 
1000 239 49.48 136.41 
1100 312 44.23 189.22 
1200 373 43.33 231.49 
1300 421 40.54 240.22 
1400 510 38.66 247.6 

 

The second diagram in Figure 5, alongside BES capacity, illustrates the BES nominal power values for 
various PV and BES investment costs. When compared to BES capacity change, we can see that BES 
power does not have such a high increase in BES power with the increase in PV cost. For example, one 
can see how BES power at lowest BES cost of 50 EUR/kWh starts with relatively high value of 19.45 
kW which is close to the case-study limited power of 25 kW referring the power capacity of the installed 
desalination unit. With further increase in PV cost, highest BES power is achieved at value of 24.78 
kW for PV cost of 1400 EUR/kW. 

These findings highlight the necessity of treating BES power and capacity as distinct variables in 
modelling. In conventional BES modelling approaches that consider only BES capacity, the final 
optimal BES capacity would likely be underestimated because such models allow charging and 
discharging to exceed the physical power constraints of the unit. The observed distribution of BES 
power values, which differ from BES capacity, underscores the importance of explicitly incorporating 
BES power as an independent variable. This distinction ensures more accurate representation of the 
physical and operational limits of BES systems, contributing to more reliable optimization results. 
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Figure 6.   BES utilization parameter 

To further evaluate storage utilization and its potential, a BES utilization parameter was developed and 
is depicted in Figure 6. The BES utilization is defined as the ratio of the energy stored in the BES to the 
maximum potential energy storage capacity of the BES, calculated on an annual basis and expressed as 
a percentage. A BES utilization rate of 100% indicates that the storage is being used at full capacity 
with constant charging and discharging cycles, irrespective of the optimal timing for its operation. 
While this assumption of full utilization is commonly adopted in research, it does not accurately 
represent real-world BES operation. The maximum potential energy storage in BES is determined by 
accounting for both BES power and capacity, under the assumption that every charging cycle is 
immediately followed by a discharge cycle. This represents the theoretical upper limit of BES cycling 
potential. Conversely, a BES utilization rate of 0% indicates that the BES is not employed in the optimal 
system configuration and is effectively excluded from operation. This parameter provides a valuable 
measure for analysing the role and efficiency of BES in various scenarios and investment cost 
configurations. 

Analysis of BES utilization data reveals an upward trend, where BES utilization increases with higher 
PV investment costs. This behaviour corresponds to the increase in BES capacity that accompanies 
higher PV costs. Moreover, it can be concluded that an increase in PV investment cost leads to a shift 
towards an optimal solution that relies more on BES usage than PV generation, resulting in higher 
overall BES utilization. In contrast, BES utilization also rises with higher BES investment costs, which 
seems counterintuitive given the overall decrease in BES capacity. This paradox can be explained by 
examining the BES power results, where the rate of decline in BES power is smaller than that of BES 
capacity. Additionally, the highest BES utilization values are observed at threshold BES cost values, 
where the initial BES usage is economically justified. These optimal solutions typically involve 
relatively lower BES capacities, which, combined with a smaller rate of decline in BES power, lead to 
higher BES utilization. Thus, it can be concluded that the highest BES utilization occurs due to a 
combination of factors: a steeper rate of decline in BES capacity, a smaller decline in BES power, and 
the influence of lower BES capacity values at the BES cost threshold. 
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Further important and interesting result is the optimal BES utilization value at the highest neg(objective 
function) point. It is evident that the most profitable optimal solution occurs at the lowest PV and BES 
investment costs, specifically at a PV cost of 900 EUR/kW and a BES cost of 50 EUR/kWh. This 
optimal outcome arises from the favourable combination of PV and BES, where PV contributes slightly 
more to the final solution, while BES serves as storage for excess PV generation, particularly during 
periods of lower electricity grid tariffs. Moreover, BES utilization exhibits pronounced seasonal 
behaviour, which is directly tied to the energy and water demand characteristics of the tourist-dependent 
island of Unije, selected for the case study. Consequently, BES utilization values are expected to be 
lower, as illustrated in Figure 6, reflecting the system's adaptation to seasonal fluctuations in demand. 

As a final remark and discussion starter, one could say that BES utilization results state contradictory 
conclusions that storage potential is not fully used and has more room for the higher financial and 
economical savings. However, we would point out reasons why that is not important and what are above 
results stating. Based on the shown results we state that high BES utilization values are not important 
for the BES usage justification because the optimization approach gives results that are based on 
minimisation of objective function which is the sum of all of system costs and potential financial and 
economical savings. Results are therefore showing that water and energy storage are financially and 
economically justified for the highly seasonal touristic island and that RES and storage options are 
jointly taking on the burden of the energy transition. Results of relatively lower BES utilization values 
for the highest neg(objective function) solution shows that there is the optimal PV and BES pair where 
both take part of the task in providing the financially and economically optimal solution. Therefore, the 
results are not stating that higher BES capacity are needed at higher PV cost values, but rather that for 
the optimal energy transition we need both the RES and storage options where with the decrease of 
investment costs we have optimal combination of RES and storage options that result with the highest 
financial and economical savings. One could also state that lower BES utilization values go in line with 
the higher BES lifespan due to the lower numbers of cycles while still achieving the financial and 
economical benefits. Also worth noting is that provided results do not include external economical 
benefits such as greenhouse gas emissions savings or health benefits but are to be included in future 
work expecting that RES and storage options have even higher investment justification. 
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Figure 7.   Flexible operation savings 

Further below discussion and results follow more closely on financial and economical gains of 
optimally running water and energy system. Figure 7 is showing the flexible operation savings 
dependent on different PV and BES investment costs. Flexible operation saving represent a sum of 
savings due to the usage of storage options. Proposed model differentiates two types of storage options, 
one being water storage through means of desalination unit (PtW), and BES storage option. Therefore, 
flexible operation savings represent the sum of savings due to water storage usage where the generated 
electricity is stored in form of a water for later use, or directly stored in BES. Savings are recognised as 
any potential difference in RES generated electricity and grid alternative, or the savings due to the 
electricity tariff difference. To further clarify, any RES generated electricity that is used for the 
desalination usage, and consequently for water storage, is recognised as a potential saving where the 
grid electricity price for each time step is used as price alternative. Identical approach for savings due 
to RES generation being stored in BES was used. The electricity tariff price difference savings can be 
achieved through means of water or BES storage, where the grid electricity is being used for the 
desalination usage or BES storage in times of lower tariff, and subsequently used when the grid prices 
are higher. 

Analysing the results in Figure 7, it is evident that the highest flexible operation savings occur at the 
lowest investment costs for both BES and PV, aligning with the highest neg(objective function) point. 
This behaviour is expected, as higher savings contribute directly to increased neg(objective function) 
values. However, an interesting pattern emerges in the partial fluctuations of overall flexible operation 
savings as BES capacity increases, which correlates with a reduction in BES investment cost. Since 
savings are derived from both PtW and BES storage savings, primarily due to PV usage, the main factor 
differentiating overall flexible operation savings is the specific PV and BES pair combination. 

To better understand the behaviour of flexible operation savings, it is crucial to examine the changes in 
PV power and BES capacity, as shown in Figure 4. When analysing the change in flexible operation 
savings for a constant PV investment cost, it becomes apparent that the rate of change transitions from 
a constant decrease in savings at a PV cost of 900 EUR/kW to a constant increase in savings at a PV 
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cost of 1400 EUR/kW. The continuous decrease and subsequent increase in savings are directly related 
to the rate changes in PV power and BES capacity. For the 900 EUR/kW PV cost scenario, the increase 
in PV power is lower than the decrease in BES capacity. This results in a lower increase in PtW storage 
savings compared to the decrease in BES storage savings, ultimately leading to a reduction in flexible 
operation savings. In contrast, for a PV cost of 1400 EUR/kW, the higher rate of change for lower BES 
costs, coupled with the lower rate of change for higher BES costs, results in a positive trend in flexible 
operation savings. 

The primary reason for the lower savings at high PV costs and low BES investment costs is the reduced 
PV power, which leads to lower PtW storage savings. Despite the highest BES storage savings of 
1411.89 EUR/a, aligned with the highest BES capacity, the overall flexible operation savings remain 
relatively low. As with previous results, it can be concluded that only the optimal combination of both 
RES and storage yields the highest overall flexible operation savings. When examining the behaviour 
of flexible operation savings for constant PV costs across the range of investment costs, an interesting 
pattern emerges. Up to a threshold BES cost of 100 EUR/kWh, there is a rapid increase in savings, 
followed by a slower decrease in savings. This pattern is directly correlated with changes in PV and 
BES capacity, influencing the overall savings from RES to water and BES operation. 

For constant BES investment costs, the results can be divided into two distinct scenarios. For lower 
BES costs, savings decrease more rapidly with increasing PV investment costs, which is primarily due 
to a sharper reduction in PV power compared to the increase in BES capacity. This results in a higher 
decrease in PtW savings than the increase in BES operation savings. On the other hand, as BES costs 
rise, the decrease in PV power becomes less pronounced, and the increase in BES capacity slows down, 
leading to a smaller overall decrease in flexible operation savings. 

It is important to note that each data point in the provided results represents the optimal system operation 
across the entire range of PV and BES investment costs, yielding positive neg(objective function) values 
that state the system profitability. Additionally, when examining flexible operating savings, it is worth 
mentioning that the absolute difference between the highest and lowest savings is not substantial, 
amounting to 1676.67 EUR/a. To improve diagram clarity, the z-axis was set to a lower value of 3000 
EUR/a. In conclusion, the key takeaway from the flexible system operation savings analysis is that a 
decrease in both PV and BES investment costs leads to an increase in flexible operation savings, 
reinforcing the importance of reducing RES and storage investment costs. Furthermore, these results 
emphasize the critical role of the optimal RES, PtW and BES storage pair, maximizing system 
performance. Although lower investment costs result in a decrease in optimal PV power and an increase 
in optimal BES capacity, the overall outcome is the maximization of flexible operation savings, which 
aligns with the highest neg(objective function) values. 
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Figure 8.   Financial and economical benefits of optimal water-energy system operation; PV savings 
and earnings (left); PV earnings (right) 

Further analysis on financial and economical benefits of optimally running the water and energy system 
can be seen on Figure 8. Left diagram is showing the sum of savings and earnings due to the PV usage. 
Similar to flexible operation savings, savings represent economical savings as any potential difference 
in RES generated electricity and grid alternative. To further clarify, any PV generated electricity that is 
directly stored in water storage through means of desalination (PtW) is recognised as savings. On the 
contrary, any excess PV generated electricity that is sold to the grid is recognised as earnings as one 
directly receives remuneration for that energy stream and can further be seen on second diagram.  

By comparing the distribution of PV power in Figure 4 with the first diagram on Figure 8, it is apparent 
that the PV savings and earnings follow a proportional pattern, with minor variations based on the 
amount of electricity sold to the grid. The lowest optimal PV power is observed at high PV investment 
costs and low BES investment costs, which corresponds to the lowest PV savings and earnings at the 
same investment cost values. As grid electricity is sold at a lower buyback rate, a slight discrepancy 
between PV power and PV savings and earnings can be observed. 

The analysis of PV earnings reveals interesting trends based on different PV and BES investment costs. 
PV earnings, or the remuneration for electricity sold to the grid, generally follow an increase in PV 
power. However, the effect of higher BES capacity, driven by a decrease in BES investment costs, 
becomes evident. As BES investment costs decrease and BES capacity increases, PV earnings begin to 
drop, eventually reaching zero. This illustrates the relationship between BES capacity and PV earnings, 
highlighting how increasing BES capacity reduces the need to sell excess PV electricity to the grid. 

Table 4.   Boundary results for 50 EUR/kWh BES investment cost values 

PV investment cost 
[EUR/kW] 

Power to Water Storage PV to Grid 
kWh/a EUR/a kWh/a EUR/a 

900 32,763.33 4,207.73 17,477.92 908.87 
1000 30,232.99 3,892.44 9,475.34 492.49 
1100 26,042.44 3,358.26 3,767.93 195.89 
1200 19,537.82 2,522.14 214.15 10.98 
1300 18,125.28 2,339.15 0 0 
1400 14,288.39 1,841.16 0 0 
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Table 4 presents the values for the boundary BES investment cost of 50 EUR/kWh, where the 
remuneration for excess PV electricity sold to the grid reaches zero. It is important to highlight that the 
buyback rate for excess electricity, which varies by country, is a critical parameter influencing the final 
PV earnings results. Lower buyback rates would likely lead to a scenario where the system favours PtW 
and BES storage, with zero PV earnings occurring over a broader range of investment costs. Finally, 
when comparing PV savings and earnings with flexible operation savings in Figure 7, it becomes 
evident that as BES capacity increases, and consequently BES usage rises, the PV savings and earnings 
distribution is reshaped into the flexible operation savings distribution. This shift results in the highest 
savings values being achieved at the lowest investment cost levels, reinforcing the importance of 
optimizing both PV and BES costs for maximum financial and operational efficiency. 

The base results were provided above, and further below we follow with the representation of optimal 
water-energy system results based on the specific important parameter changes. Three parameters were 
recognised as important, and range between -30% and +30% change, with 10% step, was selected. 
Parameters being changed are: 

 Grid electricity price - eP
t 

 PV power potential - pvS
t 

 Water demand - wD
t 

To maintain clarity and conciseness, the presentation of optimal capacity results will focus on boundary 
scenarios, specifically the cases representing -30% and +30% parameter changes. 

4.1. Grid electricity price change 

Grid electricity price is an important parameter because main revenues (savings and earnings) in 
provided approach are directly related to equivalent savings (or earnings) in grid electricity prices. 

 

Figure 9.   Range of optimal capacity results for Unije Island’s water-energy system with 30% 
decrease in grid electricity price 

When comparing the -30% scenario to the base case, the neg(objective function)  values shift 
significantly from a range of [240, 2290] EUR/a in the base case to [-770, 930] EUR/a in the -30% 
scenario. This highlights the substantial impact of grid electricity price changes on the total optimal 
system capacities and dispatch. It is evident that the highest neg(objective function) are achieved at 
lowest PV/BES investment cost pairs of 900/50. However, the distribution of these highest values 
(depicted as the red-colored areas in Figure 9) shifts towards regions with lower BES investment costs, 
indicating that BES storage becomes more dominant in the final optimal solution compared to PV 
generation and PtW options. Despite this shift, it is important to note that the neg(objective function) 
values in the -30% scenario are still considerably lower than those in the base case, underscoring the 
reduced financial viability under lower grid electricity prices. Interestingly, the distribution of optimal 



25 
 

PV and BES capacities reveals variability for similar neg(objective function) values. For instance, a 
neg(objective function) value of approximately 750 EUR/a (light red area in Figure 9) is achieved at 
distinctly different investment cost combinations: at 900 EUR/kW for PV and 75 EUR/kWh for BES, 
and 1400 EUR/kW for PV and 50 EUR/kWh for BES. The respective neg(objective function) values 
for these cases are 776.26 EUR/year and 750.48 EUR/year. These results emphasize the importance of 
conducting detailed calculations for optimal capacities and dispatch configurations tailored to specific 
investment cost scenarios. Such analyses are crucial for identifying the most cost-effective solutions, 
especially under varying grid electricity price conditions. 

An additional noteworthy observation is the first occurrence of a non-profitable solution, identified at 
the investment cost combination of 1100 EUR/kW for PV and 200 EUR/kWh for BES, where the 
neg(objective function) reaches a value of -26.88 EUR/a. Beyond this point, further increases in PV 
and/or BES investment costs result in increasingly negative neg(objective function) values, indicating 
non-profitability. It is also important to highlight the role of BES storage in maintaining the profitability 
of the system. For PV investment costs of 1100 EUR/kW and above, BES storage supports profitability 
within average BES cost ranges below 130 EUR/kWh, as illustrated by the green-coloured areas in 
Figure 9. This underscores the importance of BES in enabling PV generation and PtW options to remain 
financially viable under specific investment cost conditions. 

From the analysis of optimal capacity values, it is evident that with increasing PV investment costs, PV 
becomes less viable as an optimal solution at lower BES costs, with BES taking over the entire storage 
role. This trend is observed in the edge regions of Figure 9, where the optimal PV capacity drops to 
zero. Specifically, for PV investment costs between 1200 EUR/kW and 1400 EUR/kW, zero PV 
capacity is seen within BES investment cost ranges of up to 110 EUR/kWh and 170 EUR/kWh, 
respectively. 

A noticeable trend, similar to the base case, is the increase in optimal BES capacity, particularly at 
higher PV costs. This is evident in Figure 9, where a faster rate of increase in BES capacity is observed 
as PV costs rise. This phenomenon can be attributed to the higher share of PtW savings and PV earnings 
at lower PV costs, which diminish as PV costs increase, shifting the reliance on BES to generate greater 
savings within the total system revenues. 

Compared to the base case, optimal BES capacities are generally more prominent, occupying higher 
values across a broader spectrum of BES investment costs. Conversely, PV capacities are reduced, 
reflecting a smaller contribution to system savings due to the relatively lower equivalent revenues from 
grid electricity prices. Notably, the analysis also demonstrates that BES alone can fulfil the role of 
energy storage, even in the absence of PtW through PV, albeit at significantly lower neg(objective 
function) values. This reinforces the notion that PV and PtW systems are less profitable under these 
conditions due to lower grid electricity price equivalents. 

Furthermore, the reduction in PtW savings and PV earnings results in PV becoming a less competitive 
solution in the system. However, larger BES capacities compensate to some extent, as they contribute 
a greater share to total system savings. This increase in BES savings plays a critical role in maintaining 
profitability, particularly at higher BES capacities, where BES helps offset the diminishing 
contributions from PV and PtW. 

Despite these compensatory effects, it is crucial to emphasize that the final neg(objective function)  
values in the 30% reduction scenario remain significantly lower than those of the base case. This 
highlights the pivotal role of grid electricity prices in determining the optimal configuration and 
dispatch of water-energy systems. The results underscore the need for strategic planning to balance the 
interplay between PV and BES to achieve an economically viable solution under varying electricity 
price scenarios. 
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Figure 10.   Range of optimal capacity results for Unije Island’s water-energy system with 30% 
increase in grid electricity price 

When comparing the +30% scenario to the base case, the neg(objective function) values exhibit a 
significant upward shift, increasing from a range of [240, 2290] EUR/a in the base case to [1560, 4810] 
EUR/a in the +30% scenario. This highlights the substantial impact of grid electricity price increases 
on the optimal system configuration and dispatch. 

The highest neg(objective function) values are observed at the lowest PV and BES investment cost 
combination of 900 EUR/kW for PV and 50 EUR/kWh for BES. However, in contrast to the scenario 
with a grid electricity price decrease, the distribution of these highest values (represented as red-colored 
areas in Figure 10) shifts towards regions with lower PV investment costs. This shift indicates that PtW 
and PV usage become more dominant in the final optimal solution, while BES options contribute less 
significantly. This change reflects the increased economic competitiveness of PV and PtW under higher 
grid electricity prices, as these options provide greater savings and earnings within the overall system. 

It is noteworthy that the most profitable solutions per neg(objective function) range from 4810 EUR/a 
for the PV/BES investment cost pair of 900/50 to 4231.54 EUR/a for the pair 900/210, where no BES 
is deployed. The highest profitability observed in the +30% scenario significantly exceeds the base case, 
where the maximum neg(objective function) reached value of 2290 EUR/a. It is interesting to follow 
the most profitable base case solution which is on a Figure 10 displayed in blue-teal colours. The closest 
neg(objective function) equal solutions for +30% increase in grid price is seen at PV/BES investment 
cost pairs of 1200/260 with value of 2280.59 EUR/a when also no BES storage is deployed, at pair 
1300/130 with value of 2296.75 EUR/a , and at pair 1400/85 with neg(objective function) value of 
2292.08 EUR/a. This further confirms that the change in grid electricity cost significantly affects the 
final optimal arrangement of production capacities and storage options. 

The results further reveal that BES contributes less significantly to profitability under the +30% 
scenario. Instead, PtW and PV usage account for a larger share of revenues due to higher equivalent 
grid electricity price savings and earnings. Across the PV/BES investment cost range, BES capacities 
are generally lower compared to the base case. Consequently, BES savings are reduced, but the overall 
profitability improves as PtW and PV revenues dominate total system revenues. 

When examining capacity values, PV deployment reaches its upper limit at lower PV investment costs. 
Specifically, at PV costs of 900 and 1000 EUR/kW, the PV capacity remains at its maximum 
irrespective of BES investment costs. At a PV cost of 1100 EUR/kW, maximum PV capacity is achieved 
for BES investment costs exceeding 220 EUR/kWh, with no BES deployed. For BES costs below 220 
EUR/kWh, optimal PV and BES combination is observed, with the PV capacity being below its 
maximum level but supported by BES storage 

Overall, BES appears optimal at slightly lower BES investment costs compared to the base case, as 
higher grid electricity prices make PtW and PV options more profitable. For the lowest BES cost of 50 
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EUR/kWh, optimal BES capacities range from 96.73 kWh to 210.90 kWh for PV costs between 900 
and 1400 EUR/kW, respectively. On the other hand, PV capacities are higher due to the larger share of 
savings achieved from the increased grid electricity price. Nonetheless, BES continues to play a role in 
the optimal system mix, particularly at lower BES costs, generally below 220 EUR/kWh. This 
demonstrates the complementary relationship between BES and PV in achieving cost-effective 
solutions, even under scenarios of elevated grid electricity prices. 

4.2. PV potential change 

PV potential change was recognised as potential critical parameter. As main system revenues are related 
to PtW and PV generation, below are the optimal system results for the change in PV potential. 

 

Figure 11.   Range of optimal capacity results for Unije Island’s water-energy system with 30% 
decrease in PV potential 

Comparing the 30% decrease in PV potential to the base case, the neg(objective function) values shift 
significantly from a range of [240, 2290] EUR/a in the base case to [-1140, 1540] EUR/a in the 30% 
decrease scenario. Similar to the scenario involving a grid electricity price decrease, this emphasizes 
the critical impact of PV potential changes on the total optimal system capacities and dispatch. As with 
the grid electricity price change, a reduction in PV potential causes the distribution of the most profitable 
systems (depicted as the red-coloured areas in Figure 11) to shift towards regions with lower BES 
investment costs. This indicates that BES storage becomes more dominant in the final optimal solution 
compared to PV generation and PtW savings. However, it is important to note that the neg(objective 
function) values in the -30% PV potential decrease scenario are considerably lower than those in the 
base case, reflecting the diminished economical viability under reduced PV potential. 

The 30% decrease in PV potential also reveals variability in the distribution of optimal water-energy 
system for similar neg(objective function) values. For instance, a PV/BES investment cost pair of 
900/200 results with a neg(objective function) value of 772.61 EUR/a which is by profitability close to 
neg(objective function) value of 764.46 EUR/a seen for investment cost pair of 1400/100. These results 
further emphasize the importance of conducting detailed calculations for optimal capacities and 
dispatch configurations tailored to specific investment cost scenarios and identifying the crucial 
parameters that define the profitability of a water-energy system. 

The presence of non-profitable system configurations is also observed in the 30% PV potential decrease 
scenario. The first occurrence of a non-profitable solution is identified at the investment cost pair of 
1100/300, where the neg(objective function) reaches a value of -21.30 EUR/a. Beyond this point, further 
increases in PV and/or BES investment costs result in increasingly negative neg(objective function) 
values, indicating non-profitability. Additionally, for any PV cost equal to or greater than 1100 
EUR/kW, configurations where only PV is deployed, and no BES is installed are also non-profitable. 
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It is worth emphasizing that, across a range of PV and BES investment costs, BES can support system 
profitability. For PV investment costs equal to or greater than 1100 EUR/kW, BES storage contributes 
to profitability within a marginal BES investment cost range of 250 to 170 EUR/kWh, corresponding 
to PV investment costs between 1100 and 1400 EUR/kW, respectively. These areas, depicted in teal 
colour on Figure 11, demonstrate the crucial role of BES in enabling PV generation and PtW options to 
remain economically viable under specific cost conditions. 

When compared to the 30% decrease in grid electricity prices, it is evident that the impact of a decrease 
in PV potential is more substantial. The neg(objective function) range is wider for both negative and 
positive values, indicating that decrease in PV potential has a more pronounced influence on system 
profitability than grid electricity price decrease. This highlights the importance of PV potential in 
shaping the optimal capacities and annual dispatch. 

A noticeable drop in PtW storage is observed under reduced PV potential, as PV becomes less 
profitable, leading to decreased PtW and PV usage. Conversely, larger BES capacities result in higher 
BES savings. However, it is crucial to consider that the neg(objective function) values are still lower in 
absolute terms compared to the base case. This can be illustrated by comparing the most profitable case 
under the 30% PV potential decrease, with a neg(objective function) value of 1540 EUR/a, to the green-
to-yellow areas in the base case results, as shown in Figure 4. Furthermore, highly negative 
neg(objective function) values confirm that PV potential change is the crucial parameter and these 
findings further underscore the importance of PV potential in driving the profitability of the system and 
the critical interplay between PV and BES in achieving optimal water-energy system configurations. 

Similar to the scenario of a decrease in grid electricity prices, it is evident that as PV investment costs 
increase, PV becomes less viable as an optimal solution at lower BES costs, with BES assuming the 
primary storage role. This trend is observed in the edge regions of Figure 11, where the optimal PV 
capacity drops to zero. Specifically, for PV investment costs between 1200 EUR/kW and 1400 
EUR/kW, zero PV capacity is observed within BES investment cost ranges of up to 140 EUR/kWh and 
230 EUR/kWh, respectively. Compared to the grid electricity price decrease scenario, the range of costs 
where optimal PV capacity equals zero is broader, further indicating that a reduction in PV potential 
has a more significant impact on the profitability of PtW and PV usage. As the decline in PV potential 
shifts the system toward greater reliance on BES storage at the expense of PtW and PV usage, higher 
BES usage is observed across a wider range of PV and BES costs. For instance, even in the boundary 
case with a PV investment cost of 1400 EUR/kW and a BES investment cost of 600 EUR/kWh, BES is 
utilized, albeit with a smaller capacity of 4.417 kWh. 

As with the base case and the grid price change scenario, the rate of increase in optimal BES capacity 
varies with specific PV investment costs. This behaviour is apparent in Figure 11, where a faster rate 
of BES capacity increase is observed at higher PV costs. However, when compared to the base case and 
the 30% decrease in grid electricity prices, the maximum BES capacity is achieved across a broader 
range of PV investment costs. For example, for the PV/BES investment cost pair of 900/50, the optimal 
BES capacity is 243.49 kWh for the 30% decrease in PV potential, 221.73 kWh for the 30% decrease 
in grid electricity prices, and 121.38 kWh for the base case. 

Finally, when compared to the base case and similarly to the grid electricity price decrease scenario, 
optimal BES capacities are generally more prominent, occupying higher values across a wider spectrum 
of BES investment costs. Conversely, PV capacities are reduced, reflecting a smaller share of PtW and 
PV earnings in total system revenues due to the diminished PV potential. Furthermore, the results 
demonstrate that BES alone can fulfil the role of energy storage even in the absence of PtW through 
PV, though this occurs at significantly lower neg(objective function) values. This highlights the critical 
role of PV potential decrease in determining the profitability of PtW and PV systems and the 
complementary role of BES in maintaining system viability under constrained PV conditions. 
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Figure 12.   Range of optimal capacity results for Unije Island’s water-energy system with 30% 
increase in PV potential 

When comparing the +30% scenario in PV potential to the base case, the neg(objective function) values 
exhibit a significant upward shift, increasing from a range of [240, 2290] EUR/a in the base case to 
[1200, 3920] EUR/a in the +30% scenario. This highlights the substantial influence of PV potential 
changes on the optimal system capacities and dispatch. Similar to the 30% increase in grid electricity 
prices - and in contrast to the scenarios involving decreases in grid electricity price or PV potential - 
the distribution of the highest values (depicted as the red-coloured areas in Figure 12) shifts towards 
regions with lower PV investment costs. This shift indicates that PtW and PV generation become more 
dominant in the final optimal solution compared to BES options. 

Notably, the most profitable solution in this scenario, with a neg(objective function) value of 3920 
EUR/a, is lower than the maximum value achieved in the 30% increase in grid electricity price scenario, 
which reached 4810 EUR/a. This difference arises primarily due to the upper limit on PV capacity being 
reached in the PV potential scenario and the slightly higher optimal BES capacities in the grid electricity 
price increase scenario. The latter scenario benefits from greater PtW and BES savings, driven by higher 
grid-equivalent savings. 

The range of the most profitable solutions in the +30% PV potential scenario spans from a maximum 
of 3916.46 EUR/a for the 900/50 PV/BES investment cost pair to 3575.31 EUR/a for the 900/170 pair, 
where no BES is installed. Importantly, the maximum profitability in this scenario exceeds that of the 
base case, where the highest neg(objective function) value is 2290 EUR/a. 

It is also insightful to follow the most profitable base case solution, represented in teal colour on Figure 
12. The closest neg(objective function) values in the +30% PV potential scenario are observed at the 
PV/BES investment cost pairs of 1100/150 with 2243.62 EUR/a and 1200/50 with 2284.31 EUR/a 
neg(objective function) values. This underscores the significant impact of PV potential changes on the 
arrangement of optimal production capacities and storage options. 

Furthermore, the results indicate that BES has a smaller impact on final profitability in this scenario, as 
PtW and PV usage contribute a larger share of revenues due to the increased PV potential. However, 
BES operation and savings are more prominent in the 30% increase in grid electricity price scenario, 
owing to the higher grid-equivalent savings in that case. In the +30% PV potential scenario, the lower 
average BES capacities across the PV/BES investment cost range result in reduced BES savings, 
accounting for just 11.36% of total revenues. Despite this, overall profitability increases due to the 
greater contribution of PtW and PV earnings, which dominate total system revenues. 

Comparing capacity values to the base case, and similar to the grid electricity price increase scenario, 
PV capacity in the +30% PV potential scenario reaches its upper limit for lower PV investment costs. 
However, a key difference between the two scenarios is that, under increased PV potential, the 
maximum PV capacity is achieved only at PV investment costs equal to or below 1000 EUR/kW. In 
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contrast, for the grid electricity price increase scenario, maximum PV capacity is observed at a PV 
investment cost of 1200 EUR/kW when BES costs are above 220 EUR/kWh. This broader range of 
maximum PV capacities and BES storage in the grid electricity price increase scenario results in higher 
overall profitability compared to the increased PV potential scenario. Across the entire PV/BES 
investment cost spectrum, BES is cost-effective for BES costs below an average of 170 EUR/kWh. For 
the lowest BES investment cost of 50 EUR/kWh, the optimal BES capacity ranges from 82.64 kWh to 
192.78 kWh as PV investment costs increase from 900 EUR/kW to 1400 EUR/kW, respectively. 

Overall, optimal BES capacities are more pronounced at lower levels, as higher PV capacities and the 
associated PtW savings prove more profitable across a broader range of variable investment costs. The 
increased PV potential allows PV to operate at higher capacities, generating a larger share of savings 
due to the enhanced availability of renewable energy. However, BES continues to play a critical role in 
the optimal system configuration. This demonstrates that while PV becomes increasingly dominant in 
higher PV potential scenarios, BES retains its importance as a complementary storage solution, 
especially in cost-effective investment ranges. 

4.3. Water demand change 

Water demand was recognised as potential critical parameter as it is a main driver for system 
consumption. Below results show optimal capacity and economic changes based on change in water 
demand. 

 

Figure 13.   Range of optimal capacity results for Unije Island’s water-energy system with 30% 
decrease in water demand 

Comparing the 30% decrease in water demand in Figure 13 to the base case, the neg(objective function) 
values shift from a range of [240, 2290] EUR/a in the base case to [180, 1690] EUR/a in the 30% 
decrease scenario. This smaller change, compared to scenarios involving grid electricity price and PV 
potential variations, indicates that reductions in water demand have a relatively lower effect on the 
overall optimal system configuration and dispatch. 

The reduced water demand leads to a greater proportional decrease in revenues from PtW and PV usage 
compared to savings from BES usage. While both categories experience declines, the impact is more 
pronounced for PtW and PV savings. Percentagewise, depending on the investment cost pair, BES 
savings decrease by an average of 14%, whereas PtW and PV savings are approximately 31% lower. In 
absolute terms, BES savings decrease by an average of 83.50 EUR/a, while PtW and PV usage savings 
drop by an average of 1378.46 EUR/a. 

Following the most profitable solution in the 30% decrease scenario, with a neg(objective function) 
value of 1690 EUR/a, provides additional insights. This solution can be closely compared to its base 
case counterparts, as represented by the orange-coloured areas in base results Figure 4. In the base case, 
the closest neg(objective function) equal solutions for base case are seen at PV/BES investment cost 
pairs of 1000/130 with value of 1690.18 EUR/a, at pair 1100/105 with value of 1683.36 EUR/a, at pair 
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1200/85 with value of 1686 EUR/a, and at pair 1300/60 with 1688.83 EUR/a neg(objective function) 
value. 

Overall, the 30% decrease in water demand results in a noticeable decline in revenues from both BES 
and, PtW and PV usage, with the drop being more significant for PtW and PV savings in both absolute 
and percentage terms. This is largely due to marginal cases with higher PV costs (≥ 1300 EUR/kW) and 
higher BES costs, where BES achieves higher savings than in the base case. An additional particularly 
interesting marginal result is observed for the investment cost pair of 1400/50, where only BES is 
utilized, achieving an optimal capacity of 234.94 kWh while PV capacity is zero. In this scenario, BES 
alone is sufficient to maintain a positive neg(objective function) value of 1094.31 EUR/a. 

The decrease in water demand also leads to reductions in optimal PV and BES capacities compared to 
the baseline, with PV capacities experiencing a larger relative decline due to the greater drop in PtW 
and PV revenues. While BES capacities also decrease, a slightly broader range of BES usage is observed 
for higher BES costs, suggesting that BES remains an important component in the system even with 
reduced water demand. 

These comparisons emphasize the nuanced impact of reduced water demand on the optimal system. 
While the reductions in PtW and PV savings are more pronounced in absolute terms, BES still plays a 
stabilizing role in the system’s profitability, ensuring that even under reduced water demand scenarios, 
the system maintains relatively close profitability to the base case. 

It is further evident that the decrease in water demand that results with reductions in PV and BES 
capacities, and the associated savings and revenues, is less impactful compared to the changes caused 
by reductions in grid electricity prices or PV potential. Furthermore, the analysis confirms that a 30% 
decrease in water demand does not lead to any non-profitable scenarios, indicating that water demand 
is a less critical parameter in determining system profitability. This finding highlights the resilience of 
the system to variations in water demand, underscoring the stability of the optimal configurations under 
such changes. 

 

Figure 14.   Range of optimal capacity results for Unije Island’s water-energy system with 30% 
increase in water demand 

When comparing the 30% increase in water demand to the base case, the neg(objective function) values 
shift from a range of [240, 2290] EUR/a in the base case to [260, 3030] EUR/a in the 30% increase 
scenario. This change, while notable, is smaller than the effects observed in scenarios involving grid 
electricity price and PV potential changes, further confirming that changes in water demand have a 
relatively lower effect on the total optimal system configuration and dispatch. 

The higher water demand results in a more significant increase in savings and income from PtW and 
PV usage (in absolute terms) compared to the higher savings due to BES usage. Although there is also 
a noticeable increase in BES savings, the percentage increase in savings is more pronounced for PtW 
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and PV usage. Specifically, BES savings increase by an average of +44.6%, while PtW and PV usage 
savings rise by approximately +30.9%. In absolute terms, BES savings are higher by an average of 
140.5 EUR/a, while PtW and PV usage savings increase by an average of 1356.27 EUR/a. 

It is interesting to follow the most profitable solution in base case and compare it to the Figure 14 for 
an increase in water demand. The most profitable solution with neg(objective function) value equal to 
2290 EUR/a can be closely followed by the profitable equivalent solution in water demand increase 
case by the orange colour. The closest neg(objective function) equal solutions for increase in water 
demand are seen at PV/BES investment cost pairs of 1000/118 with value of 2286.64 EUR/a, and at 
pair 1100/50 with 2283.81 EUR/a neg(objective function) value.  

Overall, there is a noticeable increase in both PtW and BES revenues, with a higher average absolute 
increase for PtW and PV usage. However, the percentage increase in savings and earnings is higher for 
BES usage. As BES is deployed at higher PV costs and lower BES costs, with quite high capacities (on 
average 240 kWh), it is evident that with an increase in water demand and, consequently, electricity 
consumption for desalination, there is limited additional room for savings through BES for these cost 
pairs. This is because the savings are already relatively high, driven by the system nearing the upper 
BES capacity limit. 

It is evident that both PV and BES capacities are higher than in the base case, indicating that the increase 
in water demand similarly affects the optimal PV and BES capacities. However, it is more noticeable 
that the impact on PV is slightly more pronounced, leading to a greater increase in optimal PV 
capacities. This, in turn, results in an increase in savings associated with the slightly higher PV output. 
The red area, representing the most unprofitable solutions across all optimal combinations, is located at 
the lowest PV cost, further emphasizing the significance of PV in this scenario. 

Compared to the base case, although BES capacities are also higher, the range of BES usage is 
marginally greater for higher BES costs. This can be observed in the case of higher PV costs, where 
BES remains a viable option at higher BES costs, such as the cost combinations of 1300/450 or 
1400/500, where BES would not have been optimal in the base case. However, it is important to note 
that the differences in the absolute values of BES capacity are minimal, meaning they have little impact 
on final profitability. 

In conclusion, the primary impact on the increase in both PV and BES capacities, which leads to higher 
savings and income from both sources, is less significant compared to the effects of changes in other 
parameters. Thus, while the increase in PV and BES capacities contributes to profitability, it is the 
changes in other factors, such as grid electricity prices and PV potential, that have a more substantial 
effect on overall system performance. 

5. Conclusion and future work 

This study introduces the framework for optimizing integrated water-energy systems, applied to small-
scale island with unique seasonal fluctuations. The research significantly advances the traditional 
approach by implementing a MILP model that not only determines the optimal capacities for RES and 
BES but also integrates these with water supply systems via a RO desalination unit and water storage 
highlighting the importance of PtW. Furthermore, unlike the traditional approach in water-energy 
system analyses, which often focuses solely on BES capacity optimization, this study adopts a more 
detailed methodology considering both BES capacity and power rating as variables. 

This dynamic optimization framework contrasts with conventional methods that typically rely on 
predetermined capacities, instead offering a comprehensive strategy to optimize both system capacity 
and dispatch in response to varying energy and water demands on a yearly basis. The methodological 
approach is grounded in a MILP optimisation model, which facilitates the simultaneous optimization 
of multiple variables across interconnected energy and water systems. Additionally, the proposed RES 
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and BES range investment cost analysis enables a robust approach that can accommodate market 
volatility and technological advancements. 

The case study of Unije Island underscores the practical applicability of the proposed model, 
demonstrating its effectiveness in optimizing an integrated water-energy system within a context 
characterized by seasonal population spikes due to tourism and a variable climate. The optimization 
results reveal the potential for enhanced system flexibility and economic performance, particularly 
through the deployment of PtW technologies and the efficient management of energy and water storage. 
The insights gained from this case study are not only applicable to the specific context of Unije Island 
but also offer broader implications for the optimization of water-energy systems on other islanded or 
remote areas. 

The study comprehensively mapped how variations in investment cost impact system operation, 
financial viability, and broader economic outcomes, revealing a complex relationship between RES 
power generation and storage options. Significant observation was the non-linear influence of BES 
investment costs on the optimal PV power capacities. While lower PV costs generally incentivize higher 
PV power capacities, the rate of this increase is dependent on the BES investment costs. The study also 
highlights the importance of BES capacity and power as separate but interdependent variables in 
optimizing the system's performance.  

The findings demonstrated that BES capacity influences not only the overall storage potential but also 
the required BES power, which must be adequately matched to avoid underutilization or overestimation 
of storage capabilities. This is particularly evident in scenarios where BES power follows the capacity 
trend, but with sharper changes, especially at lower PV investment costs. These results underscore the 
importance of treating BES power and capacity as distinct parameters in the optimization process to 
achieve accurate and efficient system configurations. Moreover, the analysis of BES utilization gives 
additional view on optimal storage usage. While high BES utilization is typically associated with 
efficient storage operation, the results indicated that maximum financial and economic benefits might 
not necessarily coincide with maximum BES usage. In fact, the highest objective function values, 
indicative of the most financially and economically optimal configurations, were observed at lower 
BES utilization levels. This counterintuitive finding, together with the findings showing decrease in 
optimal PV power with lower BES investment cost, suggests that the optimal integration of PV and 
BES does not simply depend on maximisation of PV and storage capacities but rather on achieving the 
right combination that maximizes financial and economic returns while minimizing costs. 

Furthermore, the flexible operation savings, which capture the combined economic benefits of both 
PtW and BES storage, underscore the importance of integrating these technologies in a balanced 
manner. The highest flexible operation savings are achieved when both PV and BES investment costs 
are minimized, indicating that cost reductions in both areas are essential for maximizing system 
efficiency. Moreover, the results show that the PV savings and earnings decrease as BES capacity 
increases, particularly when BES investment costs are low. This trend further highlights the trade-off 
between direct PV utilization and storage options. Thus, the optimal system design must carefully 
balance these factors to achieve the greatest overall savings and earnings. 

The results further highlight the sensitivity of the water-energy system's optimal configuration to 
changes in grid electricity price, PV potential, and water demand. Results indicate that an increase in 
grid electricity prices enhances the system’s profitability by incentivizing the use of PV and PtW further 
reducing reliance on grid electricity. Higher PV potential leads to increased PV installation, improving 
renewable energy utilization and overall system performance. Conversely, lower grid electricity prices 
or reduced PV potential diminish economic viability, shifting reliance to BES and raising operational 
costs. Furthermore, decrease in both grid electricity prices and PV potential in some investment cost 
pair combinations resulted with the non-profitable solution marking those parameter changes as critical. 

Changes in water demand primarily influence the capacity requirements of system components. Higher 
demand necessitates scaling up both energy and water system capacities, which impacts revenues and 
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operational strategies. Lower demand reduces system load but may affect cost efficiency due to 
underutilized infrastructure. However, and contrary to grid electricity price and PV potential change, 
decrease in water demand does not result with non-profitable solutions which marks water demand as 
non-critical parameter. These findings emphasize the need for tailored strategies to adapt to varying 
cost and resource scenarios, ensuring optimal system performance and economic efficiency.  

The contributions of this research extend beyond theoretical advancements, offering practical solutions 
and a versatile modelling framework that can be adapted to various areas. Furthermore, the findings 
provide valuable guidance for policymakers and stakeholders involved in the sustainable development 
of island communities, particularly in the face of evolving energy markets and climate challenges. 
Future research will expand this framework to include additional renewable energy sources, water 
production technologies, and additional external economical benefits, thereby enhancing its utility 
across a wider range of scenarios. Additionally, crucial input parameters change in future research will 
aim to show the effect on optimal solution distribution further increasing the robustness of the proposed 
modelling framework. 

Abbreviations 

Acronyms   

EU - European Union 
RES - Renewable energy sources 
PV - Photovoltaic power plant 
RO - Reverse osmosis desalination unit 
BES - Battery energy storage 
DSM - Demand-side management 
PSO - Particle swarm optimisation 
MILP - Mixed integer linear programming 
PtW - Power-to-Water 
MIQCP - Mixed-integer quadratically-constrained programming 
SOC - State of charge 
RHS - Right hand side 
LHS - Left hand side 

 

Nomenclature 

Model sets 

Name Description 
t ∈ T Time periods 
pvc ∈ PVC PV power investment cost change 
bc ∈ BC Battery storage capacity investment cost change 
pc ∈ PC Important parameters 
ε ∈ ΩΕ Grid electricity price change 
κ ∈ ΩΚ PV potential change 
ψ ∈ ΩΨ Water demand change 

 

Model variables 

Name Unit Description 
LLpvc, bc, t kWh Lost load 
GD

pvc, bc, t kWh Grid energy used for desalination electricity demand 
BDC

pvc, bc, t kWh Battery discharging 
BCH,G

pvc, bc, t kWh Battery charging from the grid 
BCH,PV

pvc, bc, t kWh Battery charging from available PV generation 
BSOC

pvc, bc, t kWh Battery state of charge 
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BP
pvc, bc, t kW Battery power output 

PVD
pvc, bc, t kWh PV power used for the desalination electricity demand 

PVG
pvc, bc, t kWh PV power transferred to the grid 

PVE
pvc, bc, t kWh PV generation 

XPV
pvc, bc, t {1,0} Binary variable allowing PV battery charging 

XG
pvc, bc, t {1,0} Binary variable allowing grid battery charging 

XDC
pvc, bc, t {1,0} Binary variable allowing battery discharging 

ED
pvc, bc, t kWh Electricity demand 

BNP
pvc, bc kW Optimal battery power 

BC
pvc, bc kWh Optimal battery capacity 

PVP
pvc, bc kW Optimal PV power 

WL
pvc, bc, t m3 Water level values 

WD
pvc, bc, t m3 Water production 

WB
pvc, bc, t m3 Water boat carriers  

 

Model parameters 

Name Unit Description 
llc EUR/kWh Lost load cost 
eP

t EUR/kWh Grid electricity price profile  
eS

t EUR/kWh Selling electricity price profile 
pvS

t kWh/kW PV power potential 
pvC

 pvc EUR/kW PV power investment cost 
pvvar EUR/kWh Variable PV cost 
bCC

 bc EUR/kWh Battery storage capacity investment cost 
bMCC EUR/kWh/a Battery storage capacity maintenance cost 
bPC

 bc EUR/kW Battery storage power investment cost 
bMPC EUR/kW/a Battery storage power maintenance cost 
bP, min

 kW Minimum battery power 
bP, max kW Maximum battery power 
bch,η % Battery charge efficiency 
bdc,η % Battery discharge efficiency 
bsoc

 t0 % Battery state of charge in the first time step in % 
bsoc, min

 % Minimum battery state of charge in % 
bsoc, max

 % Maximum battery state of charge in % 
bsd %/month Battery self-discharge 
wD

t m3 Water demand 
wLC m3 Water storage capacity 
wL

 t0 % Water level in the first time step in % 
wL,max % Maximum water level in % 
wL,min % Minimum water level in % 
wBC EUR/m3 Water boat carrier cost 
dη kWh/m3 Water production or treatment specific energy consumption 
dc m3/h Water production or treatment unit nominal capacity 
lf years Life-time of a technology 
ry year Battery storage replacement year 
dr % Discount rate 
cr - Capital recovery factor 
icdf - Battery storage investment cost decrease factor 
pvf - Present value factor 
Δt h Time-step in units of hour 
γ - Ratio of electricity selling and purchase price 
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